
INSTALLATION QUICK REFERENCE GUIDE
3 Parts Install in Just Minutes

This quick reference guide walks you through the quick and easy installation of Cree Lighting’s new ZR-RK Retrofit Kit. The ZR-RK Series has just 3 parts, boasting a  
fully-assembled door kit with just 2 brackets to attach to the existing housing – and installs in just minutes, once the original troffer components are removed.

ZR-RK SERIES
LED Troffer Retrofit Kit

REMOVAL OF EXISTING LIGHT SYSTEM

First, make sure the power is 
disconnected to the fixture you’re 
upgrading.

Remove the existing fluorescent parts 
from the pan, including the prismatic or 
parabolic lens, door, fluorescent tubes 
and cover.

INSTALLATION OF ZR-RK RETROFIT KIT

Locate and install the retrofit assembly 
bracket into the existing fixture by 
fitting the bracket flat in between the 
existing pan and the T-Grid ceiling.

Secure the bracket to the existing  
housing by using the #8 1/2” screws 
provided in the assembly kit to create a 
permanent connection. Next, repeat this 
bracket installation on the other side of 
the housing with the bracket and screws 
provided.

Apply the provided re-lamping label to 
the surface of the housing.

Then slide the door horizontally to the 
end of the slots.

You’re now ready to begin retrofitting 
with the ZR-RK Retrofit Kit.

Removal of the lamp holders is optional.  
The ballast and fluorescent lamps should 
be disposed of according to local code.

Locate and place the door assembly 
into the keyholes of the end bracket.

If there is a gap between the luminaire 
and t-grid, add optional trim brackets.  
Push up existing troffer housing and 
slide the trim brackets into place 
between the luminaire and the t-grid.



INSTALLATION OF ZR-RK RETROFIT KIT

Simply attach the safety cables on each 
of the kits to the troffer housing.

Now you’re ready to make your 
electrical connections.

Finally, secure the door assembly by 
swinging it closed.
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To avoid pinching, make sure the wires 
are tucked back into the housing and 
that no wires are exposed.

1. First, connect the black fixture lead to 
 the voltage supply line position and the  
 white fixture lead to the neutral supply  
 position.

2. Then ensure the green ground wire is  
 secured to the green ground lead.

Safely turn the main power back on  
at the circuit breaker and turn on the  
ZR-RK at the light switch. Your 
installation is now complete.

Lock the latches on each end of the 
assembly frame.


